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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 
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As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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Wart tof settling 
duration 



Turn on 
illumination 
assembly 160 



Collect an image 
from cameras 80- 
86 to memory 



Oecode encoded 
symbology from 
image buffer in 
memory 



Turn off 

fflumlnation 
assembly 180 



Create 96 element 
data array and 
make It available 
for output 



Wait for tensor 
250 to be held on 
for duration 





Show operator 
feedback that 
duplicate content 
was found in rack 



Show operator 
feedback that 
symbotogies 
decoded did not 
match expected 
_ number 
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Print 88x88 
symbotogy with aft 
96 strings, total 
1,055 characters 



Create a comma 
delimited text file 
containing 96 data 
elements 



Gjve' an auilitije 
indicator 
\Btating reading^ 
incomplete? 



Sound the PC 
speaker twice 




Indicate that rack 
30 is still In 
position 




Remove rack in 
place indication 



^ Process corriptete ) 4r 3 ^ ^ 



